


‘Solar Panel 0.2W or higher

| Applications (1)Bicycle Headlight,
| LED Brightness  Approx. 12000~15000 MCD
i

(2)Standard Flashlight )
Battery Lithium-ion battery 3.7V*610mah {ean atdchiesilphonedecoration)
/| : o (3)Perfect for hiking

['] Size i (compass included)

A\

I,

Solar Cell 5V 40MA Polycrystalline Silicon Size 12.5"9 cm
DC Output 6V 400MA Accessories Mopiie adaptor, Extension Cord
Battery 2'3A 3.7 Rechargeable battery z Lilonbatierins.

Application Cell Phones, iPods, Mp3 players, EQSL'GS
digital cameras

* Solar Charger (Card holder)

This handy solar charger can be used for

cell phones, Mp3 players, digital cameras and iPods.

This incredibly convenient recharger also has a built-in LED flashlight.

Solar Cell 5V 25MA Monocrystalline Silicon Accezthries Home Charger, 1* LED light
Charger AC 100-240V 50-60HZ Extension Cord, 4*Adaptors
Charger DC 5V 500MA Application Cell Phones, iPods,

] Mp3 players
Size 10.5%6.5"1.6cm

SPEC-002




Solar Cell 0.1-0.2w Monocrystaliine Silicon / Size
Polycrystalline Sificon BP % 20 e
Main Material PVC s TR

!
| SolarCell  0.5-15W Monocrystalline Silicon / Main Material
-

Polycrystalline Silicon OP. Temp _20°C to 70°C
Bulb 60-80 Super Bright LED OP- Time

tery 800- mA Mih Recharagable :
Hat 800z Heq0ma it Re gatie ‘Additional models are available

G hours minimum

Solar panel 35-60mA, 4-piece mono crystalline Brightness of LED 9000-15000med / pe (white),
solarpanel (Epoxy Sealed) 7000med / pc (colored)
Battery 600 mA Ni-H Rechargeable Battery OP. Temp -20°C to 70°C
OP. Time More than 8 hours when
Light Bulb 1or2 SuEer Bright white or fully charged
colored LED

Additional models are available

Solar Lawn Lights

*» 2-3W Stainless Steel Solar Lawn Lights

High-quality stainless-steel construction and easy installation;
these lights are perfect for walkways and entryways.

Solar Panel 2 or 3.5W, 8-piece mono crystalline Main Material Stainless Steel |

solar panels (Laminated) Sia 53105 om |
Bulb 8 Super Bright LED Weight 2.3kg |
Battery 600mA Nih Rechargeable OP. Time 8 Konms rinmam |

EC1108 EC1111




x Stainless Steel Solar Lawn Lights
High-quality stainless-steel decorative lights are perfect
for gardens and walkways. Add great mood lighting anywhere you have sun.

Solar Panel 0.1-0.2W Monocrystalline Silicon / Main Material Slainless Steel
Polycrystalline Silicon Size 4%em

Bulb 2 Super Bright LED Weight 1kg

Battery 400mA Nih Rechargeable OP. Time o8 hatrs mintmm

- i i - -

EC-1129 EC-1131 EC-1133 EC-1135 EC-1139 EC-1140
Solar Panels

» Portable Solar Pack
Completely self-contained unit includes solar panel,
battery pack, 12Volt D.C. /110 Volt A.C. outlets.

* PV Cells

Epoch Solar PV Cell panels come in a variety of sizes for any need.

Peak Power 10Wp 135Wp 30Wp 40Wp 80Wp

Deviation +10% +5% +10% +10% +5%
Voltage (max) 17aV 348V 17.2V TSN 17.2V
Current (max) 0.59A 7.76 A 1.74A 240 A 4.65A
Open Circuit - / S :
Voltage(DC) 215V 438V 21.8Y 22.0V 21.8Y
Short Circuit e ; 5 B4

Threshold 0.66 A 8A 1.93A 2.63 A 5.07A
Voltage Limit DCV15V DC1000V DC715V DC715V DC715V
Size (mm) 3607306%18 1490"666"35 570"415%30 630*541"30 1196*541*35
Weight (kg) 1.5 11.5 3.2 4 8
Warranty 2 years

Power Attenuation 10 years =10% » 20 years =20%




Solar Street Lights

» Walkway Lights

These high-tech solar lights provide exceptional lighting

and a warm, safe atmosphere to parks, hospitals and schools.
Built-in batteries store energy in daylight for use at night.

Pwr. Cell 40W mono / polycrystalline Height 2.6-4cm
Bulb 3-TW Tri-Color OP. Time 10Hrs w [ 5-8 consecutive ralny days
Battery Maintenance-Free Pb Acid (21AH*2) OP. Temp -30°C to 65°C
Main Material Galvanized Steel
ET4103
* Street Lights
High-powered street lights that use the energy from the sun.
Super-easy installation on or off grid.
Pwr. Cell 150 / 7T5W*2 mono/polycrystalline Height 5-7 meters seamless steel
Bulb 18-50W Tri-Color OP. Time 10Hrs w / 5-8 consecutive ralny days
Battery Maintenance-Free Pb Acid (21AH*2) OP. Temp -30°C fo 65°C
Main Material Galvanized Steel

EL8117

» Combination Solar / Wind Powered

This Solar lighting combines a solar panel,

wind turbine, high efficiency lights and LiFePo4 Battery Pack.
(30-hour minimum continuous lighting with full charge)

Solar Panel

Dimension 84*68.5"5 cm g
Weight 7.5 KGS W
Output voltage/current SV 1A |
Main Material Galvanized Steel

Min.power 55 W

Output connector system MC conneclor and cable

Battery and charge / discharge controller

Lithium iron phosphate battery (LiFeP04) 3.3V /[ 10AH, 12 sets parallel connection
Battery max. continuous discharge current 20AH / set{1C)
Battery max. continuous charge current 10AH [ set(1C)

Voitage protection of over discharge (@25°C) 2.5V +- 0.1V
Voltage protection of overcharge (@225°C) 3TV +-0.1V
Operation of environmental temperature 0°C ~ 45°C . SL-BSO‘]




Vacuum Tube Solar Water Heaters

Our heat absorption rate
is up to 97%, about 30%
higher than other solar heaters.

(1) Convenient and Easy to Use
47mm-diameter vacuum tubes will not rust, corrode or
become blocked. Unlike traditional heaters,

Epoch Vacuum Tube Solar Water Heaters deliver

stable water pressure and a reliable supply of heated water.

(2) Cutting-Edge Design for Optimum Safety,
Economy, and Environmental Protection
Our vacuum-tube solar collector does not require gas,

thus eliminate any danger of explosion or creation of toxic fumes.

Dim.(cm)

Welka)

Tubes

ap.{L)

Material

180%182*82

243kg

20

USB 304

19521383

24

USB 304




